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�L�Q�I�R�À�L�#�I�H�P�W�R�O�D�V�H�U�V���F�R�P

FEMTOLASERS’ laser products 
�D�U�H�� �F�H�U�W�L�¿�H�G�� �W�R�� �F�R�P�S�O�\�� �Z�L�W�K�� �W�K�H��
Federal Regulations (21 CFR 
Subchapter J) as administered by 
Center of Devices and Radiological 
Health on all systems ordered for 
shipment after October 1, 2003. ©
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SPECIFICATIONS INTEGRAL™ OCT

�%�D�Q�G�Z�L�G�W�K�����)�:�+�0�����#�����������Q�P���H�[���¿�E�H�U > 150 nm

�0�R�G�H���O�R�F�N�H�G���R�X�W�S�X�W���S�R�Z�H�U�����D�Y�������H�[���¿�E�H�U > 40 mW

Noise (measured 10 Hz - 100 kHz) < 0.05 % rms

Power stability 1) ± 1%

�/�H�Q�J�W�K���R�I���V�L�Q�J�O�H���P�R�G�H���¿�E�H�U 5 m

1) Measured over 8 hours after 30 min. warmup at constant environmental conditions
�$�O�O���V�S�H�F�L�¿�F�D�W�L�R�Q�V���D�U�H���V�X�E�M�H�F�W���W�R���F�K�D�Q�J�H���Z�L�W�K�R�X�W���Q�R�W�L�F�H

�8�O�W�U�D���K�L�J�K���D�[�L�D�O���U�H�V�R�O�X�W�L�R�Q���R�I���V�X�E������µm supported

Video rate 2D and 3D volume scans at ultra high resolu-
tion are supported by the unique combination of ultra broad 
spectral bandwith and the powerful and highly polarized 
�R�X�W�S�X�W���I�U�R�P���W�K�H���6���0���¿�E�H�U�����7�K�H���V�P�R�R�W�K���D�Q�G���T�X�D�V�L���*�D�X�V�V�L�D�Q��
ultra broad spectrum centered at 800 nm supports a theo-
retical limit of sub-2 µm in axial resolution. Optimized for 
lowest optical noise and side-lobe free coherence functions 
the INTEGRAL™  OCT is the best light-source for high-end 
OCT imaging and functional OCT.

Ease of Operation & Integration

The INTEGRAL™ OCT supports full integration to your 
setup via its computer interface. All vital functions can be 
controlled via the integrated user interface or remotely via 
a computer.

�6�W�D�E�L�O�L�W�\���	���5�H�O�L�D�E�L�O�L�W�\

The INTEGRAL™ OCT supports ultra high resolution and fast 
scanning at the same time. This is enabled by its extraordi-
nary wide and smooth spectrum, paired with the uniquely 
high output power, which is in strong contrast to most of its 
alternatives. Owing to the fact that DM-controlled systems 
provide more bandwith without the need of nonlinear broa-
dening or supercontinuum generation, unprecedented low 
noise and reproducibility of the output parameters are 
guaranteed. 

�)�L�E�H�U���F�R�X�S�O�L�Q�J

The INTEGRAL™ OCT output is coupled into a standard 
�F�R�P�P�H�U�F�L�D�O�� ���� �P�H�W�H�U�� �O�R�Q�J�� �V�L�Q�J�O�H�� �P�R�G�H�� �¿�E�H�U�� �Z�L�W�K�� �)�&���$�3�&��
connector, ensuring maximum ease of use and compatibility 
with other systems. All parameters are measured at the 
�¿�E�H�U���R�X�W�S�X�W��

�(�[�W�U�D�R�U�G�L�Q�D�U�\���)�H�D�W�X�U�H�V

Turn key system
S/M fiber coupled

Integrated pump source
Integrated Diagnostics system

Active stabilization of system parameters
Ultra broad Gaussian spectrum

Maintenance free
Sealed cavity

Low noise

OCT

INTEGRAL™

INTEGRAL™ - FRONT VIEW, Dimensions in [mm] ([in])

INTEGRAL™ - USER INTERFACE, Dimensions in [mm] ([in])

INTEGRAL™  - TOP VIEW, Dimensions in [mm] ([in])


